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 Product Name Roadie 63A Plugtop 
#SKU R-63P 

Input Type 2 x 63A 5-pole three-phase Ceeform (IP65) 

Changeover switch 
Single Phase Output Sockets 18 x 16A 3-pole RSA Plugtop (IP44) 

[3 x single phase earth leakages, 18 x 20A D-curve 6KA breakers] 
Three Phase Output Sockets 4 x 32A 5-pole Ceeform (IP44) 

[1 x three phase earth leakage socket (2 sockets), 4 x 32A D-curve 6KA breakers] 
Metering Lovato 
Protection Intelligent Contactor/Multi-meter protection with adjustable values for: 

 Over/Under voltage 

 Frequency protection 

 Current Limit 

 Neutral drop detection 

 Phase Imbalance (Warning Message Only) 

By-passable via key-switch. 

Other Protection: 

 Internal surge arrestor 

Remote Monitoring Optional Extra [RS232, RS485 Or GSM options available] 
Indicators  Fault 

 Incoming [R, W, B] 

 Over/under voltage 

 Current limit 

 Contactor on 

Truss / Rack Mountable 10U Rack Mountable 
Size TBC 
Weight TBC 

Other variants in this range 63A Ceeform [R-63C]; 63A Socapex [R-63L];  
Roadie Series 
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